
Q qualitytraining
Succeed with Quality

MANGLE
PREROUTING

LOGIC
INTERFACE IN

PRE
ROUTING

POST
ROUTING

FILTER
INPUT

INPUT OUTPUT

FORWARD

ROUTING
DECISION

ROUTING
DECISION

/ip firewall mangle

OUT - LOCAL
PROCESSES

DST-NAT

CONNECTION
TRACKING

RAW
PREROUTING

/ip firewall raw

/ip firewall connection tracking

CONNECTION
TRACKING

/ip firewall connection tracking

HOTSPOT
IN

/ip firewall nat

/ip firewall filter

FILTER
OUTPUT
/ip firewall filter

FILTER
FORWARD

/ip firewall filter

MANGLE
FORWARD
/ip firewall mangle

SRC-NAT
/ip firewall nat

MANGLE
POSTROUTING

/ip firewall mangle

MANGLE
INPUT

/ip firewall mangle

MANGLE
OUTPUT

/ip firewall mangle

RAW
OUTPUT
/ip firewall raw

HOTSPOT
OUT

SIMPLE
QUEUES
/queue simple

SIMPLE
QUEUES
/queue simple

QUEUE TREE
“GLOBAL”
/queue tree

QUEUE TREE
“GLOBAL”
/queue tree

INTERFACE
QUEUE TREE

/queue tree

OUTPUT
INTERFACE

simple packet flow diagram (L2/L3 decision) 
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*IPFw? - if enabled on bridge “use ip firewall” - decapsulation will occur if there is a L3 header
*L3 header? - condition not uses if the header contains certain reserved addresses 
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